
2023 VFA Application- Appendix B- Brush Truck Specs Revised 8-7-23 

Brush Truck (Type 6 Engine) Specifications- August 2023 VFA Grant 
4X4 truck with suspension adequate for load. Baffled tank with a capacity of 150 to 400 gal. Pump rating- minimum 
flow of 30 gpm at 100 psi.  Do NOT exceed stated GVW. 

Category Quantity Item Description Total length 

Hose 

1 Booster Hose, 100’ x 1”  100’ 
2 Hard Suction Hose (1½ ”) 8’ or 10’ 
1 1 ½” NH, engine protection (25’) 25’ 
1 1 ½” NH, refill hose (15’) 15’ 
3 1 ½” NH (100’) 300’ 
3 1” NPSH (100’) 300’ 
6 ¾” NH, garden hose (50’) 300’ 

Nozzle 

2 Forester, 1” NPSH 
2 Adjustable, 1” NPSH 
2 ¾” brass nozzle NH 
1 Mopup Wand (¾” threads) 
1 Foam, air aspirated, 1” 

Reducers 

1 2½”NH-F to 1½”NH-M 
1 1½” NH-F to 1” NH-M 
2 1½” NH-F to 1” NPSH-M 
3 1” NPSH-F to ¾” NH-M 

Increasers 
1 ¾” NH-F to 1” NPSH-M 
1 1” NPSH-F  to 1½” NH-M  

Adapters 
1 1½” NPSH-F to 1½” NH-M 
1 1½” NH-F to 1½” NPSH-M 
1 1” NH-F to 1” NPSH-M 

Tee 
2 1” NPSH-F x 1” NPSH-M x 1” NPSH-M, w/cap 
2 1½ ” NH-F x 1½” NH-M x 1” NPSH-M, w/cap 
2 1½ ” NH-F x 1½” NH-M x 1” NPSH-M, w/valve 

Gated 
Wye 

2 1½” NH x 1½” NH x 1½” NH 
1 1” NPSH, Two-way 
4 ¾” NH w/Ball Valve 

Couplings 

2 1½” NH, Double Female 
1 1½” NH, Double Male 
1 1” NPSH, Double Female 
1 1” NPSH, Double Male 

Valves 

1 1½” NH-F, Automatic Check and Bleeder 
1 1½”Shut Off, NH 
1 1”Shut Off, NPSH 
5 ¾” NH Shut Off 
1 Foot, w/strainer, 1½” 

 

# Additional items # Additional items # Additional items # Additional items 

1 First aid kit 2 Pulaski 1 Chainsaw 2 Bladder bag 
1 Hose clamps 2 Fire rake 1 Chainsaw kit 1 Bog/tow chain 
1 Bolt cutters 1 Class-A foam 1 Chaps 1 Hydrant wrench 
1 Jumper cables 1 Rogue Hoe 1 Chainsaw fuel 2 Spanner wrench 

 

Note: These are specs adapted from NIFC (National Interagency Fire Center), January 2014 release date. 
 


